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Abstract

This master’s thesis introduces a method for analyzing the impact of integrating renewable
energy production and storage technologies into commercial office buildings. The Zilver-
ling building at the University of Twente serves as a case study, focusing on optimizing
self-sufficiency while ensuring economic feasibility. Historical data on heating and elec-
tricity demand form the basis for incorporating renewable energy production and storage
solutions. The versatile approach can be adapted at various stages to meet the specific
needs of similar buildings seeking implementation solutions. The method offers insights
into what can be achieved, addressing challenges such as limited data availability and data
resolution. It utilizes a linear least-squares solver implemented in MATLAB. The building
is represented as a block within the model, with the outer facade’s surface area being a
critical parameter. The impact of integrating insulation, solar panels, heat and electrical
storage, and technologies like heat pumps is evaluated, proposing a combination of these
technologies for advanced solutions with high self-sustainability. Economic feasibility is
assessed through a multi-criteria analysis, resulting in Pareto front plots that consider
self-sufficiency and self-consumption against investment costs. The payback time for the
proposed solutions is also calculated. Additionally, the method allows for the evaluation
of energy demand reduction and the determination of the degree of self-sufficiency. In the
case of the Zilverling building, the proposed solution incorporates the installation of exter-
nal wall insulation with a solar panel distribution of 2082 m2, utilizing the facades and roof
of the Zilverling, and a heat pump system with a heating capacity of 272 kW. To increase
the self-sufficiency and self-consumption of this system, a battery with a capacity size of
462 kWh is proposed, achieving a total self-sufficiency of 46.29% and a self-consumption of
81.67%. The considered investment costs are in the range of 832,100€ � 153,600€ with an
estimated payback time of 5.89 years � 1.09 years. In conclusion, this method, as presented
in the thesis, can be applied to other cases and buildings, contributing to the transition
from centralized to decentralized energy production and the development of smart grids
by transforming buildings from passive consumers into active energy participants. The
method supports realizing energy plans by examining the integration of renewable energy
and storage technologies while ensuring efficient energy usage with high self-sufficiency.

Keywords: Renewable energy production, energy storage possibilities, MATLAB, self-
sufficiency, economic feasibility, multi-criteria analysis, method, Pareto plots, linear least-
squares solver
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Chapter 1

Introduction

Energy is an integral part of our daily lives, manifesting itself in various forms that we
regularly encounter. It powers our homes and workplaces, enabling us to carry out both
personal and professional activities. Whether it is the electricity that lights our homes or
the heat that keeps us warm in winter, we often take the availability of energy for granted.
What frequently goes unnoticed are the extensive efforts required to ensure a continuous
supply of energy that meets the demands of customers.
The provision of energy involves a complex supply and demand chain. Currently, this
process encompasses the extraction of fossil fuels and raw materials, which are then trans-
ported to centralized energy generation facilities. These facilities produce energy, which
is transmitted and distributed by energy companies and ultimately sold to end consumers
through energy service providers. The schematic representation of this value chain can be
observed in Figure 1.1. However, this conventional value chain is undergoing a transforma-
tion in response to the challenges posed by climate change. We are fundamentally changing
our energy sector, marked by a transition towards decarbonization and the incorporation
of renewable energy sources.
This energy transition is characterized by a restructuring of our power grid, the develop-
ment of policies at EU, governmental, and municipal levels, and active participation from
consumers. Achieving this transition necessitates innovative solutions, among which is the
reduction of centralized load on the power grid and a minimization of the utilization of
transmission networks in a centralized setting. Simultaneously, it involves enhancing self-
sufficiency and ensuring resource security at the local level. These transformative goals
influence both the producer and consumer sides of the energy value chain. To steer the
transition towards sustainable decentralized energy production, it is essential to adopt
general methods that can adapt to this new type of energy production, distribution, and
demand effectively.
In this broader context, the application of the three elements of the Trias Energetica [1]
becomes relevant:

1. Reducing energy demand.

2. Utilizing renewable energy sources for production.

3. Using fossil fuels efficiently and with minimal environmental impact only when nec-
essary.

Here, measures and investments are crucial in the residential, commercial, and industrial
sectors, reshaping buildings and districts to contribute to achieving climate targets, aiming
for a 55% reduction in greenhouse emissions by 2030 compared to 1990. The European
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energy transition involves shifting from centralized fossil fuel-based energy production to
renewables like wind, hydro, and solar [2]. Further, Energy reduction is also pursued
through the introduction of more e�cient technologies and minimizing losses, such as
improved insulation in buildings. Considering the energy transition in the planning of
new building projects as well as renovation of existing buildings is required to achieve the
climate targets and the aimed-for reduction.
In the context of this thesis, a method is introduced speci�cally tailored to incorporate
solar energy production and storage technologies into commercial o�ce buildings. The
chosen case is the Zilverling building, situated on the campus of the University of Twente,
providing an example of the possibilities in the renovation of existing buildings.

Figure 1.1: Supply and Demand Chain of the Modern Electricity Market [3]

1.1 Smart Grids

In the energy transition, the energy industry is shifting from centralized energy produc-
tion regulated by the producer to a more decentralized and interactive energy production
model involving consumers, making them active prosumers. To facilitate this change, the
electricity grid is evolving into what is commonly referred to as a smart grid. This smart
grid incorporates the philosophies, concepts, and technologies that also enabled the de-
velopment of the internet [4]. The key characteristics of a smart grid, as outlined in [5],
include:

ˆ Distributed renewable energy resources.

ˆ Distributed �xed & mobile energy storage.

ˆ Distributed data sources and vast information size.

ˆ Active demand-side contribution.

To facilitate this transition, it is essential to consider these characteristics and to bring
energy production closer to the point of energy consumption. Consequently, changes have
to occur on the consumer side of the energy value chain. These changes are localized and
impact the daily lives of consumers.
An illuminating example of the potential bene�ts of a smart grid emerged on Jeju Island
in South Korea [6], where the focus encompasses smart power grid infrastructure, e�cient
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power usage, electric vehicle adoption, reliable energy management, and innovative elec-
tricity services. This case highlights the capabilities and advantages of smart grid systems,
demonstrating a signi�cant transformation in infrastructure, usage patterns, transporta-
tion, energy management, and services within the energy sector.
Within the energy sector, buildings play a signi�cant role in this transition, accounting
alone for 43% of the overall energy consumption in the European Union, encompassing
electrical, heating, and cooling demands [7]. Therefore, it becomes imperative to integrate
renewable energy production and storage solutions into both residential and commercial
buildings and to incorporate a decentralized energy production concept. This approach
necessitates prosumer activity and aligned policies, requiring collaboration among various
stakeholders to achieve the overall goal of the energy transition.

1.2 Governmental Initiatives & Policies

Current initiatives for the integration of renewable energy production are exempli�ed by
the city of Münster, which has made it obligatory to install a photovoltaic system of at
least 1 kWp per residential unit in new building projects [8]. Additionally, in Germany,
there is a mandate to install heating systems that run on 65% renewable energy sources
per setup in new projects. The objective is to promote the use of heat pumps and to install
500,000 heat pumps annually from 2024 onwards, focusing on both new building projects
and renovation e�orts for existing buildings [9].
Likewise, the Dutch government has outlined its policy and measures to achieve green-
house gas emission reductions in the Climate Act, which includes the National Energy
and Climate Plan (NECP) and the National Climate Agreement. The goal is to ensure
that these reductions are both achievable and economically viable for all stakeholders.
The approach prioritizes a cost-e�cient transition that minimizes the �nancial burden on
households and aims to equitably distribute the costs between citizens and businesses. The
government plans to implement these measures gradually, prioritizing a methodical and
sustainable approach rather than rushing through the process [10]. The sectors targeted
for these measures encompass the built environment, mobility, industry, agriculture, and
electricity. Furthermore, cohesion across various sectors is promoted. In addressing the
built environment, the Dutch government is adopting a district-based approach. Solutions
are customized and can di�er from district to district, depending on factors like building
density and the type of buildings, whether they are high-rise buildings or individual homes.
This approach centers on achieving cost reductions through tailored insulation solutions
and the installation of heat pumps, with the aim of reducing the reliance on natural gas
for heating. Additionally, it seeks to enhance the �nancial attractiveness of local electric-
ity production by applying lower taxation rates. Lastly, the plan is to make renovation
projects appealing by o�ering favorable loan conditions [11].

1.3 University of Twente's Policies

The transition towards renewable energy is clearly multifaceted, spanning various sectors,
and is shaped by the policies and regulations put forth by municipalities, governmental
bodies, and the European Union. In the context of this thesis, a methodology for integrat-
ing renewable energy production and storage technologies into commercial o�ce buildings
is proposed, with a speci�c focus on the Zilverling building situated on the University of
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Twente campus. Therefore, it is imperative to consider the university's energy policies.
The University of Twente has established sustainability objectives for its campus. These
objectives are centered around several themes, including buildings, energy, travel and mo-
bility, waste, food and drinks, water, biodiversity, procurement and purchasing, as well
as events [12]. Furthermore, the University's Shaping2030 mission aims to mold individu-
als, connections, and society towards an open, inclusive, entrepreneurial, and sustainable
mindset, incorporating the 'High Tech Human Touch' philosophy into its vision [13]. Con-
sequently, the University of Twente is actively engaged in the energy transition on the
consumer side of the energy value chain. The university not only educates its community
to actively participate but also sets de�ned energy transition goals in pursuit of climate
targets. This proactive stance re�ects the commitment of the university to sustainable and
responsible energy practices.
The energy plan for the buildings at the University of Twente is illustrated in Figure 1.2.
This plan outlines the overarching objective of achieving energy-neutral buildings on the
campus by 2050. Speci�cally, there is a concerted e�ort to phase out the consumption of
natural gas and reduce carbon dioxide (CO2) emissions from the buildings by 49% till 2030
compared to 1990 levels. To work towards these ambitious goals, several key initiatives
are underway. By 2022, buildings attained an energy label of C, signifying a certain level
of energy e�ciency. A sustainable maintenance plan is being implemented to ensure the
long-term e�ciency and sustainability of these structures. Furthermore, an energy moni-
toring system is being deployed across all buildings to closely track and optimize energy
usage.

Figure 1.2: Energy Plan for Buildings by the University of Twente [12]

For each building, more detailed and speci�c plans are outlined in the "Routekaart En-
ergietransitie Universiteit Twente" [14]. This document serves as a long-term strategic
plan covering the years 2020-2030. The plan highlights the necessity of renovating existing
buildings to ensure they meet the established sustainability standards. It further includes
a multi-year �nancial framework and emphasizes the need for �exibility during the ren-
ovation process, which is why the renovations are executed in phases. For the Zilverling
this plan speci�es the intention to renovate it in the years 2024/2025. Therefore, this the-
sis aims to provide potential solutions to be incorporated into the renovation project for
the building while presenting a method that can also be applied to other buildings. The
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starting point of the Zilverling is here an energy certi�cate label of C [15].

1.4 Problem Statement

In the context of the energy transition, a restructuring of the power grid from central-
ized energy production to decentralized and interactive energy production in a desired
smart grid is needed. In a broader context, the three elements of the Trias Energetica [1]
need to be applied to buildings, along with the inclusion of the four key characteristics of
a smart grid [5], to transform buildings from passive energy consumers to active energy
participants. Here, governmental initiatives and policies on di�erent levels promote the
integration of renewable energy production, energy storage solutions, and energy-saving
measures. This integration has to be steered, as renewable energy production is weather-
dependent, to ensure resource security at a local level and to avoid centralized loads and
grid congestion. It is not only important to generate su�cient amounts of energy, but
also the timing and amounts of consumption are essential. Therefore, the goal is to gen-
erate and supply enough energy during the day to ful�ll the current demand, increasing
self-su�ciency, but also not to overgenerate too much energy and consume most of the
generated energy directly, thereby increasing self-consumption. Therefore, the installation
of a renewable energy production system is not necessarily targeted to provide the maxi-
mum power output. To achieve e�cient, sustainable, and decentralized energy production,
general methods that can adapt to this new type of energy production are required.
This thesis introduces a method to analyze the e�ect of incorporating solar energy produc-
tion and storage technologies into commercial o�ce buildings, using the Zilverling building
situated on the University of Twente campus as a case study. The primary goal is to en-
hance the self-su�ciency of the building while providing a versatile approach that can
be adapted at various stages to meet the speci�c needs of similar buildings seeking im-
plementation solutions. The method provides insight into what can be achieved, thereby
particularly addressing challenges such as limited data availability, data resolution, and
lack of additional information. Further, the method is design-oriented, and ultimately, the
goal is to provide an engineering-friendly and straightforward approach for estimating the
impact of such implementations on self-su�ciency without relying on high-resolution data.
In the case study, the architecture of the Zilverling building and its demand data are used
in a simpli�ed freestanding scenario, assuming no in�uence of surrounding structures like
shadow falls. The example is used to demonstrate the contribution of the methodology to
the broader transition toward decentralized, green energy production. The aim is to com-
bine energy production and storage solutions within the renovation of existing buildings.
The central research question is:

ˆ How can the integration of renewable energy and storage technologies in
commercial buildings achieve a high level of self-su�ciency while remain-
ing economically feasible?

Throughout this research, several sub-questions emerge, including inquiries about the se-
quence of methodology steps, the impact of storage sizing, and the in�uence of algorithm
�exibility and data availability. The subquestions are:

ˆ What is the impact on self-su�ciency of a di�erent prioritization of energy usage?

ˆ How does the storage size in�uence self-su�ciency and investment costs?
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ˆ How do the resulting solutions di�er with regard to larger �exibility and data avail-
ability?

1.5 Outline

In this chapter, an introduction to the energy transition with its resulting challenges and
goals, smart grids, current initiatives, government policies, EU policies, the University
of Twente's policies, and the problem statement with its research questions have been
discussed. In Chapter 2, the speci�c background for this research is presented. Here, the
energy transition, possible renewable energy production technologies and hybrid systems,
energy storage technologies, data availability, and methods for selecting active surfaces for
solar production are considered. In Chapter 3, the developed method is presented. It is
applied to the Use-Case of the Zilverling, presented and de�ned in more detail in Chapter
4. The achieved results are presented in Chapter 5, followed by a discussion in Chapter 6
and the conclusion in Chapter 7.
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Chapter 2

Background

The background of this thesis encompasses a range of crucial topics, including the energy
transition, renewable energy production options, hybrid solar energy and heat pump sys-
tems, energy storage systems, data availability and active surface selection for solar energy
production. These topics are connected to the �rst three key characteristics of a smart
grid shown in Section 1.1 before. Therefore, they provide a comprehensive context for the
research and analysis conducted in this thesis. A summary of the background for the case
study is concluded at the end of this chapter.

2.1 Energy Transition

The energy transition aims to reduce greenhouse emissions by shifting away from fossil
fuels and embracing renewable energy sources like wind, hydro, and solar power. However,
it is arguable that what is happening is more of an energy addition than a true transition.
While renewables are growing rapidly and making up a larger portion of overall energy
production, the overall energy consumption continues to rise as well [16]. For context,
the annual growth rate of renewables averaged 12.6% from 2011 to 2021 [17]. Histori-
cally, established energy sources have not seen sustained declines when new sources were
introduced. Instead, overall energy consumption has continued to grow over two centuries,
and a complete replacement has not yet occurred [16]. This increase in overall energy
consumption can be explained by the rising population and the developed growth of new
infrastructure and energy availability across the globe.
To achieve a genuine energy transition, rather than an energy addition, two key points
are essential. First, there must be a focus on developing the necessary infrastructure and
expanding the production of new energy sources (renewables). Second, there should be
a genuine reduction in the use of more established energy sources (fossils) [16]. This ap-
proach aligns with the �rst two elements of the Trias Energetica [1]. A shift in market
economies is necessary, placing a higher value on conservation over relentless pro�t pursuit.
Governmental regulations play a key role in confronting the power industry and actively
instigating change. This might include phasing out fossil fuels, capping the growth of
overall electricity production to control the capacity of the grid, and in�uencing changes
in consumer behavior regarding how energy is produced and consumed in society [16].
In the transition, the pace of measures and the commitment of governments are critical
factors. The 2015 Paris Agreement marked a global commitment to move toward a low-
carbon economy, signifying the necessary political will to facilitate a faster transition and
the readiness to invest in the required infrastructure. In this context, political will plays a
vital role in making a transition possible, which is di�erent from historical patterns. The
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energy transition is not solely a technological and economic endeavor, it also encompasses
political, social, and cultural aspects that are essential for expediting a low-carbon transi-
tion. In this new era, the focus on reducing energy demand and improving energy e�ciency
can become the "new normal" [18].
There are also opposing opinions claiming that energy production based on all existing
sources will continue to increase regardless, and the belief that renewable sources can solve
global problems is viewed as harmful and unrealistic [19].
Nevertheless, it needs to be stressed that it is a race against time, and a transition needs
to be established to avoid the overexploitation of the limited energy potential of the earth.
This shift towards cleaner and more e�cient energy practices will have far-reaching impli-
cations for society and the environment. The integration of renewable energy sources alone
is not the sole solution to �ghting climate change. Furthermore, the complete substitution
of fossil fuels without changes in consumer behavior and involvement is not feasible. The
introduction of a smart grid, as introduced earlier, is a necessary step in achieving an
energy transition. With its four key characteristics, it o�ers a solution that spans tech-
nological, economic, political, social, and cultural aspects. However, each of the four key
characteristics brings challenges with them.

2.2 Renewable Energy Production & Hybrid Systems

Examining the key characteristic of "Distributed renewable energy sources", it is essential
to install distributed renewable energy sources. They are the key energy source in a
decentralized energy grid and are the supply of the system.
Renewable energy sources (RES) are widely regarded as environmentally friendly due to
their role in reducing carbon emissions in the energy sector. These sources include solar,
wind, biomass, hydro, tidal, and ocean power generation, each with distinct advantages
and environmental impacts that make them suitable for di�erent situations. The current
share of these generation types can be observed in Figure 2.1.

Figure 2.1: Electrical Power Generation Share by Renewable Energy Source [20]

It can be seen that hydro, wind, and solar power generation hold the three largest shares,
with each having varying environmental impacts based on factors like source type, scale,
usage method, location, and additional considerations.
Hydroelectric power has a promising environmental potential but generates only a fraction
of the total power compared to other sources. Wind turbines have relatively lower environ-
mental impacts compared to other sources but require signi�cant space for installation and
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may not be suitable for densely populated areas. Solar power generation involves the use
of materials with detrimental environmental e�ects. However, the abundance of existing
solar power sites and the potential to utilize rooftops and densely populated areas o�er
signi�cant advantages, minimizing the impact on open land [20].
In short, all renewable energy sources have a substantial environmental impact. The suit-
ability of each source depends on the speci�c situation and installation settings.
In general, a mix of di�erent energy sources is desired for resilience and reduced weather
dependencies. Solar energy production, with its widespread availability and una�ectedness
from installation size, serves as a reliable option. Less accessible wind energy can be em-
ployed to augment and support energy production on cloudy days or nights, for example
[21]. Therefore, the intended purpose of the chosen technology needs to be a key con-
sideration in the decision-making process for larger environmental plans by policymakers,
stakeholders, and decision-makers in the energy sector [20].
In urban areas, the selection of renewable technologies is based on their availability and
safety. These technologies typically include solar heater collectors, photovoltaic panels, and
(ground source) heat pumps, which can be combined into di�erent hybrid systems. Solar
panels are a popular choice for electricity generation but require substantial installation
space, seasonal tilting, and regular cleaning. Geothermal systems, on the other hand, are
reliable with low maintenance needs but involve specialized initial installation [22].
To determine the sizing and installation of renewable systems for di�erent building types
(residential, commercial, or industrial), speci�c energy demand information is essential.
The distribution of energy usage varies for each building type, making the demand pro�le
for electricity and heating a crucial factor in selecting the appropriate energy production
system. In this context, photovoltaic panels are well-suited for electricity production, while
heat pumps provide a reliable and cost-e�ective source of energy. Combining solar panels
and heat pumps creates a relatively self-su�cient system. To ensure maximum e�ciency,
it is vital to use the produced energy e�ectively and prioritize energy-saving measures to
protect the environment by reducing the energy demand [22].
To achieve an energy-e�cient and cost-optimal on-site renewable energy supply not only
the implementation of renewable sources is important but also the maximization of their
utilization. Here, incorporating energy-saving measures, such as insulation, is essential.
This demands signi�cant changes to existing buildings and the renovation process needs to
consider factors like �nancial and legal constraints as well as socio-economic and technical
limitations. Financially, it is often a challenge for building owners to turn a pro�t from
these investments. Organizational aspects as well as social acceptance of the architectural
changes play a vital role as well, resulting in a positive perception of incorporating renew-
able energy production into existing buildings [21].
For renewable energy production, combining solar panels with heat pumps in a grid-assisted
setting is a practical choice. The size of the system is determined by the relative cooling
and heating load. To design a cost-e�ective system, an understanding of the annual power
consumption pro�le is important for the heat pump. Here, a practical orientation point
is to size the solar panel installation at least large enough to independently power the
heat pumps during summer and be situated on the building. A reference point can be the
weekly peak of electricity demand required [23].
In summary, these hybrid systems o�er the best solution to reduceCO2 emissions and pro-
mote renewable energy production. The main parameters in�uencing the choice include
costs, environmental considerations, reliability, installation, maintenance, and usability.
Solar electricity production can be the easiest implemented, and heat pumps o�er attrac-
tive e�ciency and environmental bene�ts [22]. However, this con�guration does have two
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notable disadvantages. First, during the winter, solar panels can only meet a fraction of
the electricity demand. Second, during the spring and fall, the panels produce more en-
ergy than required. But these disadvantages can be e�ectively addressed by integrating
seasonal thermal storage and including batteries in the system, ensuring that all the energy
produced is put to good use, maximizing the utilization of renewable energy throughout
the year [23].
Cost expectations for solar panels, heat pump systems, and external wall insulation can be
found by comparing procurement costs and costs for electrical installation and montage.
For 420 wattpeak solar panels a price of 84.46¿ on average per solar panel was found
by comparing prices of di�erent seller websites with a standard deviation of 9.11¿ . The
installation costs for solar power can be expected to be 550¿ � 150¿ per kWp, depending
on the amount of electrical installation and the montage of the system [24]. Further, the
cost of a heat pump can be found using the formulaCHP = 2282 � q0:652 � COP0:032 with
a deviation of 15% in CA$, whereq is the heating capacity in [kW] and COP the cooling
COP of the heat pump [25]. The cost expectations for simple external wall insulation
depend on the material used. Here, on average the costs are expected to be 96.67¿ �
20.66¿ per m2 including installation costs. Energy demand reduction up to 30%-40% are
possible to be achieved [26].
In the end, the �nal design decision depends on the vision of the implementing party and
the overall budget. Regardless, prioritization of energy e�ciency and minimizing energy
waste should be promoted. Measures therefore are improved insulation, energy-e�cient
lighting and appliances. The implementation of a smart control system is further desir-
able, in combination with energy storage solutions. Di�erent con�gurations are possible,
considering varying climate conditions and building types. The appropriate con�gura-
tion is determined based on local conditions and limitations. A universal decision-making
framework is required to guide the management and design of self-su�cient buildings that
incorporate renewable energy solutions [21].

2.3 Energy Storage

Examining the key characteristic of "Distributed �xed & mobile energy storage", it is
essential to install energy storage systems to maximize the utilization of time-dependent
renewable energy production. Therefore, in a decentralized setting, the combination of
RES and energy storage systems is crucial to ensure a reliable and consistently available
energy supply for the end user.
The selection of an energy storage system is in�uenced by various criteria, including en-
ergy/power density, overall e�ciency, lifespan, cycle life, self-discharge rates, costs, scal-
ability, application, technical maturity, and environmental impact [27]. Therefore, it is
essential to design storage according to each speci�c case, considering the type of storage
(short-term or seasonal), storage medium, acceptable losses, and input/output system.
Di�erent types of energy storage are illustrated in Figure 2.2 together with applied tech-
nologies for each type. It is possible to install chemical, mechanical, electromagnetic, or
thermal energy storage. Depending on the energy production and the release time of the
storage, di�erent technologies are suitable for case-dependent decision-making.
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Figure 2.2: Di�erent Energy Storage Technologies [27]

Here, storage systems are categorized into small-scale, medium-scale, and large-scale, with
corresponding power ratings of smaller than 1 MW, 10-100 MW, and greater than 300
MW, respectively. Applications range from mobile devices, electric vehicles, and satellites
for small scale, to o�ce buildings and remote communities for medium scale, and power
plants for large scale. Here, more applications are possible for each category [27].
Based on the storage duration, energy storage systems can be used for Power Qual-
ity and Regulation ( � 1 min), Bridging Power (1 min - 1 h), and Energy Manage-
ment (� 1 h). Energy management applications include seasonal storage and annual
smoothing (� 4 months), renewable integration and backup (hours-days), and peak shav-
ing/generation/time shifting (1-10h) [28].
As stated before, the focus of this thesis is on the integration of solar energy production
and heat pumps and the utilization of this system combination can be maximized through
thermal and battery storage [23]. Typically, battery storage is used to store electric en-
ergy to supply the heat pump system with energy during low solar radiation times, while
thermal energy storage is installed between the heat pump and the receiving building as a
bu�er system [29],[30].
For batteries, di�erent chemical compositions can be used, such as Nickel�Cadmium (NiCd),
Lead-Acid (Pb-Acid) and Zinc-Manganese (ZnMn). The most established battery is the
Lithium-Ion (Li-Ion) battery. All the compositions are mature technologies ready to be
implemented [27]. Cost-e�ective solutions can be systems like the INTILION scalebloc,
scalecube, and scalestac, allowing a scalable indoor or outdoor installation with battery
racks of 154 kWh steps [31]. With a Li-Ion battery pack price of 152$/kWh [32] and an
assumed installation cost of 225$/kWh [33] the battery size can be scaled with an ap-
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proximate price of 377$/kWh � 10$/kWh. The designed life duration is 15 years with an
e�ciency of 90% and a C-Rate of 0.9688 [31]. The storage period can last from days to
months [27].
For thermal energy, sensible heat, latent heat, geothermal, and thermochemical storage
types can be applied. Sensible heat storage is suitable for district heating with a variety of
capacities, charge/discharge rates, high heat capacity, and low costs. Geothermal systems
are useful for seasonal thermal storage in combination with solar energy systems [34]. For
sensible heat storage solutions materials ranging from water to soil, clay, sand, granite,
marble, limestone, sandstone, slag and graphite can be used, each having di�erent speci�c
heat coe�cients, densities, and conductivities. Here, for long-term thermal storage, hot
water tanks can be used, often made from steel or concrete with stainless steel or plastic
liner inside and advanced heat insulation minimizing heat losses [35]. The life duration of
these tanks is from 20 to 40 years, have an e�ciency range from 70% to 95%, and costs
averaging 15¿ /kWh [36] � 10¿ /kWh [34], the storage period can last from days to months,
and power outputs from 0.001 - 10 MW are possible [37].

2.4 Data Availability

Examining the key characteristic of "Distributed data sources and vast information size"
reveals the critical role of data availability.
In a decentralized energy grid, achieving demand-side management and bottom-up control
is essential to align consumption and production, e�ciently use storage, curtail energy
production, and enhance �exibility. Data plays a vital role in predicting �exibility and
uncontrollable loads, such as renewables, on a local level. It is needed for planning the use
of devices in future periods and for enabling real-time control of energy systems [38].
Real-time control relies on reliable networks with low latency and high security levels to
safeguard distributed energy information and communication. The control and manage-
ment applications include smart metering, automated demand response, inter-substation
response, distribution automation, synchrophasors, SCADA systems, electric vehicles, and
microgrid connectivity. With a decentralized, data-oriented, �exible, and e�cient infor-
mation infrastructure, demand responses for various consumer demand parameters can be
achieved. These responses can be correlated with weather data to predict and control en-
ergy consumption in residential, commercial, and manufacturing sectors. All of this must
be conducted while ensuring the quality of service to meet the demand [5]. For instance,
the information infrastructure of the Jeju Island test bed recorded data at a rate of 60
samples per second [6].
Demand responses can be �ne-tuned toward speci�c objectives thanks to their inherent �ex-
ibility. These objectives can encompass pro�t, grid load, self-su�ciency, self-consumption,
or a combination of these factors represented in a single performance metric and others.
However, the data required for implementing these demand responses is essential, necessi-
tating the installation of smart energy metering systems and the availability of historical
and current energy consumption data. With this data in hand, algorithms can be applied
to align energy production and consumption more e�ectively in line with the established
objective.
E�ciently sizing storage and local energy production systems is essential. To accomplish
this, data regarding the expected power output from sources like wind and solar energy,
as well as the expected demand, are crucial. This information is used to simulate storage
scenarios in both o�-grid and on-grid situations [39].
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For hybrid renewable energy systems that combine production and storage, along with
standalone renewable production systems, the accuracy of data related to connected loads
is a key factor in allocating system capacity. In particular, having data with smaller time
steps for peak characteristics of solar irradiation and wind speeds is preferred to ensure
more reliable results when compared to optimization processes that rely on hourly, daily,
or monthly data [40].
However, it is worth noting that this data might not always be readily available, and in
some cases, prediction or data imputation may be necessary. For example, energy moni-
toring in all University of Twente buildings is set to be completed in 2023 [12], as depicted
in Figure 1.2. Consequently, the availability of data may still be limited. Next, it is crucial
to examine the data's structure and resolution and make assumptions to compensate for
any lack of detail or insu�cient data, considering factors like location, size, and resource
availability.
In cases where data imputation is required to construct an appropriate demand pro�le
using available data, various methods can be considered for this purpose. These methods
include Mean/Median, Most frequent, Zero/Constant, K-nearest neighbor, Multivariate
Imputation by Chained Equation (MICE), Deep Learning, Stochastic Regression Imputa-
tion, Extrapolation, Interpolation, and Hot-Deck Imputation, as outlined in [41].
Ultimately, with an accurate demand pro�le in place, the integration of renewable energy
production and storage technologies can be assessed and implemented, and the resulting
system can be sized accordingly.

2.5 Active Surface Selection for Solar Energy Production

For sizing on-site solar energy production, active surfaces on the building of implemen-
tation need to be determined. Typically, the selection of active surface areas for solar
production is based on an irradiation threshold, ranging from 600 to 800 kWh/m2 per
year, especially for high-rise buildings characterized by a substantial facade-to-roof ratio,
such as skyscrapers and commercial o�ce buildings [42].
Hereby, there is a notable gap in methods tailored for selecting active surfaces speci�cally
suited for renovation projects. Many existing methods [43],[44] for sizing solar energy pro-
duction are both time-consuming and reliant on complex optimization algorithms, making
them less user-friendly. While these methods deliver high levels of accuracy, they are less
adapted for applications on existing facades where orientation and context are �xed. This
limitation can result in unrealistic distributions of active surfaces from an operational per-
spective.
The roof of the building can provide some extra freedom in terms of the orientation of the
solar panels. However, the available roof area is smaller than the facade area of high-rise
buildings and can be preoccupied.
In any case, when sizing renewable energy production, there is a trade-o� between the
self-consumption (SC) and the self-su�ciency (SS) of a building [42]. Here, the degree of
self-consumption is de�ned as shown in Equation (2.1) and the degree of self-su�ciency
as shown in Equation (2.2). The self-consumption indicates how much of the produced
energy is self-consumed in relation to the total production. The self-su�ciency indicates
how much of the total energy demand is ful�lled. It is the total energy supplied to the
building from renewable energy sources in relation to the total demand of the building.
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Therefore, for the de�nition of SC and SS follows:

ˆ TESC = Total Energy Self-Consumed

ˆ TEP = Total Energy Production

ˆ TES = Total Energy Supplied

ˆ TED = Total Energy Demand

The de�nitions of SC and SS are:

SC =
TESC

TEP
(2.1)

SS =
TES

TED
(2.2)

SC and SS follow opposing trends, as illustrated by a simple example: When a small solar
panel installation is implemented, the SC tends to be high because most of the generated
energy is consumed in real time by the building. This re�ects an e�cient use of the instal-
lation. However, the SS tends to be low in such cases because the total energy supplied is
relatively small compared to the overall energy demands of the building. Therefore, it is
crucial to choose the active surfaces with respect to the consumption pro�le of the building
and obtain grouped surfaces for the installation of solar panels. Here, the incorporation of
batteries can o�er signi�cant advantages, increasing both SC and SS, while simultaneously
reducing the reliance of the building on grid-supplied energy [42].
The overall goal is to determine the active surface areas in alignment with the require-
ments of decentralized energy production, focusing on maximizing energy utilization while
maintaining energy e�ciency and reducing the reliance on fossil fuels. In this context, the
objective can be framed as a maximization challenge. Renovation projects for buildings
have limited areas for on-site production and �xed orientations as constraints. To deter-
mine the optimal sizing, it is necessary to match the potential energy production from
di�erent directions with the energy consumption pro�le. The initial focus is on facades,
given their signi�cance in the facade-to-roof ratio often seen in skyscrapers and commercial
o�ce buildings. The energy production pro�le is based on the installed solar panel areas
with their corresponding energy output. Therefore, the total energy production can be for-
mulated as a linear system. This linear system can be solved towards speci�c objectives.
It is wanted to match the energy production pro�le with the energy consumption pro�le to
achieve high self-su�ciency while maintaining energy e�ciency, taking self-consumption as
a second parameter into account. The matching of production and demand pro�les can be
formulated into an optimization problem, minimizing the di�erence between the two with
objective functions. Solving the objective functions gives an optimal result for the linear
system with regard to the optimization problem and constraints de�ned. Here, multiple
steps can be made, and the optimization problem is split into sub-problems.
Procedural programming with various solvers for linear systems utilizing objective func-
tions with given equality and inequality constraints can be employed. These solvers are
commonly used in engineering design and are also applicable to power grid optimization
problems, e�ectively solving the linear system while adhering to the speci�ed constraints
and conditions. Additionally, iterative re�nement can be implemented [45]. One solver,
utilizing a minimization objective function and implemented in MATLAB, is the linear
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least-squares solver [46]. With this solver, the linear system is solved in a least-squares
sense subject to set bounds and constraints. The minimization penalizes di�erences be-
tween desired outcomes and the linear system quadratically.
Therefore, it is possible to maximize SS by aligning the energy production pro�le with
the energy consumption pro�le using the linear least-squares solver and adjusting the op-
timization problem (objective function) iteratively based on the obtained results thus far.

2.6 Background Summary

In summary, the background of this case study presents a focus on establishing on-site
solar energy production within a hybrid system incorporating heat pumps. To maximize
energy utilization, the integration of battery or thermal energy storage is proposed. Sizing
the overall system requires accurate and preferred high-sample-rate data on energy pro-
duction and demand. In cases of missing or inaccurate data, data imputation methods
must be applied. The selection of active surfaces for sizing the solar energy production
system involves procedural programming using a linear least-squares solver iteratively. The
primary objective is to achieve a maximization of self-su�ciency (SS) while ensuring ef-
�cient energy usage by considering self-consumption (SC). To do so, objective functions
are de�ned minimizing the di�erence between the energy production pro�le and the de-
mand pro�le. Additionally, cost considerations for the hybrid system and energy storage,
including installation costs and procurement costs per kWp/kWh, are crucial factors in
the decision-making process. The approach aims for universality within a limited design
space, not considering the in�uence of energy management control, such as smart control
systems for operating heat pumps and energy storage.
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Chapter 3

Methodology

The methodology outlined in this thesis is structured as follows. It commences with an
evaluation of the architecture of the building that is being studied, focusing on the ori-
entation and dimensions of its facades and roofs as well as the energy demands of the
building. Furthermore, an assessment of the immediate surroundings of the building is
conducted. With this data in place, decisions concerning on-site renewable energy pro-
duction and storage solutions can be made. Hereby, the proposed method is designed as
a systematic, step-by-step process, allowing for �exibility to halt at any point when the
desired outcomes are achieved. The method utilizes a linear least-squares solver. For the
impact assessment and comparison, including cost considerations, Pareto plots showing the
degree of self-su�ciency (SS) and the degree of self-consumption (SC) against investment
costs are used. A �owchart of the applied method is outlined in Figure 3.1 and an overview
of the considered system is shown in Figure 3.2. Within the system overview in Figure
3.2, the system parts for three phases are marked accordingly. First, only the on-site solar
panel installation (1.) is considered. In the following phase, the heat pump system (2.)
is added. In the last phase, battery storage (3a.) or heat storage (3b.) is considered
additionally.
From the assessment of the building follow solar irradiation data, available areas on the
facade and roof of the building with corresponding orientations, the electricity demand,
and the heating demand. Using a simulation tool, in the case of this thesis DEMkit [47],
a solar production pro�le is generated for each considered oriented area with associated
solar energy densities.
The initial phase of the method (1.) involves simulating renewable energy production with
PV sizing methods to match the current electricity demand of the building. Objective
functions solved with a linear least-squares solver [46] are used to maximize the utiliza-
tion of the facades of the building �rst and, subsequently, the roof to ful�ll the remaining
energy demand as good as possible. This results in solar panel distributions and energy
production pro�les.
Here, three PV sizing methods are applied, a method comprising four distinct weather
days, a method based on a dataset of one year, and a method with more freedom in the
solving approach. The �rst PV sizing method utilizes four distinct weather days: sunny,
rainy, cloudy, and mixed. These representative days are weighted based on their prevalence
throughout the year to obtain a distribution for solar panels. In contrast, the other two
PV sizing methods, based on a dataset of one year and a method with more freedom in
the solving approach, do not require weighting, as the solar panel distribution and energy
production pro�le are already directly obtained for the length of a year, without relying
on assumed representative days. For the last one, the constraints are altered and the dis-
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tribution of solar panels is solved in a single input step, rather than in two input steps. It
attempts to match the energy demand of the building directly with the utilization of the
facade and roof area simultaneously.
The resulting energy production pro�les are combined with the current electricity demand
data, leading to a self-su�ciency and self-consumption rate for the building. Summarizing,
the outputs of this step are the self-su�ciency and self-consumption of the building, and
the investment costs involved.
In the following phase (2.), the focus shifts to the heating system, assessing insulation
impact and introducing heat pump systems. An insulation function is fed with the heating
demand data and returns modi�ed heating demand data incorporating the in�uence of
insulation and the associated costs for insulation. The original or altered heating demand
data is fed to a heat pump function, adjusting the electricity demand. For this new elec-
tricity demand pro�le a solar panel distribution and energy production pro�le is generated,
which is again used to calculate the outputs of the self-su�ciency function.
In the last phase (3.), attention is directed to the impact of energy storage solutions, in-
cluding batteries and thermal storage. Here, an energy storage function is fed with the
already achieved energy production pro�le leading to a modi�ed pro�le according to the
sizing of the storage options.
It is crucial to acknowledge that the outcomes depend on the data availability and resolu-
tion of the input data. Achieving, for example, a simulation output for a full year, with a
sample rate of 1h, might require data imputation for missing data or making assumptions
as part of the process.
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Figure 3.1: Method Flowchart
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Figure 3.2: System Overview

In the following sections, the phases of the previously described method are further ex-
plained. Here, the assessment of the building and demand data, the de�nition of the linear
least-squares problem for the solver in di�erent PV sizing methods to obtain the solar
panel distributions, the integration of insulation and heat pumps in the heating model, the
modeling of energy storage, and the goal of the usage of Pareto plots are presented and
detailed further.

3.1 Assessment of Building & Demand Data

In this section, the assessment of the building and the steps involved in obtaining the re-
quired demand data are further explained.
The initial step involves an examination of the architecture of the building, considering
its orientation and the dimensions of its facades and roof, along with an evaluation of its
immediate surroundings. For this, the azimuth angles and available area for each facade of
the building must be determined. Hereby, the most relevant orientations for solar produc-
tion are the East, West, and South facades of buildings in the Northern Hemisphere, as
well as the �at roof area commonly found in commercial o�ce buildings. For the facades,
an inclination of 90° is considered. In the case of roof areas, inclinations ranging from 0°
to 90° and azimuth angles from 0 to 360° are taken into account. For the determination
of the optimal inclination and azimuth angles on the �at roof the PVGIS Tool 5.2 [48] is
employed. PVGIS allows obtaining data on solar radiation and the energy production of
photovoltaic systems based on historical data. It provides a tool to optimize the azimuth
and inclination of solar panels for maximizing power output.
Determining available areas can be based on existing building plans when available. In
cases where plans are not available, measurements and photographic surveys can be em-
ployed. Additionally, the immediate surroundings must be considered to assess whether
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the building is freestanding, whether its facades are obstructed by other structures, or if
it is part of a complex where solar production areas can be shared. For storage solutions,
unoccupied areas in the surrounding vicinity can be of interest for the installation of larger
storage technologies. Hereby, employing a drone for a comprehensive overview can be ad-
vantageous.
In the second step, the collection of solar irradiation data for the given location and en-
ergy data of the building needs to be executed, with a speci�c emphasis on electricity and
heating needs. It is important to evaluate the availability, accuracy, and resolution of the
available data sets to ensure that a representative energy pro�le can be obtained, as the
quality of the output is based on the quality of the input. In cases where data is lacking
or has low resolution, data imputation or assumptions may be necessary. In Chapter 4 an
examination of the Zilverling building based on the stated approach is presented.

3.2 PV Sizing

In this section, the problem formulation for determining the on-site distribution of solar
panels on a building is presented. To investigate the in�uence of data availability and �exi-
bility in the solving approach by splitting the optimization problem into sub-problems and
de�ning di�erent constraints, three distinct PV sizing methods are considered: one based
on four distinct weather days, another based on a dataset spanning a year, and a third
allowing more �exibility in the solving approach. These are further de�ned in Subsection
3.2.3.
The energy production of the building depends on the distribution of solar panels with
speci�ed orientations. Solar energy production per square meter for each considered ori-
entation is calculated using solar irradiation data. By multiplying this value by the area
of installed panels in that orientation, energy production can be determined. Therefore, a
linear system can be formulated where:

ˆ x is a variable vector specifying the size of the areas chosen for solar panel installation.

ˆ C is a time series matrix that speci�es the energy densities per square meter for the
di�erent orientations of the solar panels.

ˆ E is a time series vector specifying the energy produced.

The resulting equation of this linear system is:

C � x = E (3.1)

As outlined in Section 2.4, the demand response of a system can be �ne-tuned towards
speci�c objectives. To achieve high self-su�ciency, it is desired to match the electricity
production with the electricity demand of the building. Therefore, the di�erence between
the apparent energy produced and the demand must be minimized. As energy production
is linearly related to the distribution of solar panels, it is required to �nd a distribution
optimized towards the demand pro�le of the building to minimize the di�erence between
production and demand. To �nd an optimal distribution of solar panels x, an optimization
problem with bounds and linear constraints is formulated. A linear least-squares solver,
implemented in MATLAB [46], is utilized to solve this problem, where:

ˆ x is a variable vector specifying the size of the areas chosen for solar panel installation.

ˆ C is a time series matrix that speci�es the energy densities per square meter for the
di�erent orientations of the solar panels.

23



ˆ d is a time series vector containing the given electricity demand.

ˆ lb is a vector containing the minimum available area values of the areas chosen for
solar panel installation.

ˆ ub is a vector containing the maximum available area values of the areas chosen for
solar panel installation.

The objective function is:

min
x

1

2
jjC � x � djj2

2 such that lb � x � ub (3.2)

With this, the linear system is solved in a least-squares sense, subject to set bounds and
constraints. An optimal solution according to the objective function can be obtained and
the minimization penalizes di�erences between energy production and demand quadrati-
cally.
To solve the linear least-squares problem for a building, the information gathered with
the method described in Section 3.1 is used as input to simulate the energy production
of the considered PV sizing methods. For this, weather data is required, including global
radiation (measured in [J/cm²]) for the region where the building is located, preferably
with an hourly sample rate or higher. The energy production sample rate is matched with
the rate of the electricity demand data of the building. To obtain the energy production
for the building, electricity densities per square meter of solar energy production for the
available areas in each orientation over the course of a year with the aforementioned type of
weather data are calculated, using DEMKit [47]. The resulting energy densities, measured
in [kWh/m ²], provide information for each orientation with the sample rate of the input
data. When multiplied by the utilized area for that orientation, azimuth, and inclination,
this data yields the corresponding energy production pro�le. To �nd the active surfaces
and solve for the utilized areas, the energy densities resulting from DEMKit [47] are fed
into the problem as matrix C together with the electricity demand of the building as vector
d. Depending on the data availability, resolution, and other goals, as the prioritization of
utilizing speci�c areas on a building, bounds and constraints can be added and adjusted
as well as the problem split into sub-problems with di�erent input steps. Therefore, two
di�erent problem formulations are presented in Subsection 3.2.1 and 3.2.2. The �rst for-
mulation splits the optimization problem into two sub-problems to �rst utilize the facades
of a building and subsequently the roof. The second formulation solves the optimization
problem for the solar panel distribution on the facades and roof simultaneously with one
objective function instead.

3.2.1 Two Objective Functions Problem Formulation

As outlined in Section 2.5, the initial focus is on the utilization of the facades in commercial
o�ce buildings and skyscrapers, due to a substantial face-to-roof ratio. After the utilization
of the facades, the roof can be utilized with extra freedom in terms of the orientation of
solar panels, as the orientation is �xed for the facades. However, the available roof area
is smaller than the facade area of high-rise buildings and can be preoccupied. Therefore,
the optimization problem is split into two sub-problems to �rst focus on the facades with
�xed orientations of the building and then to focus on the roof considering multiple solar
panel orientations and taking advantage of the extra freedom present. Thus, two objective
functions are utilized to �nd a solar panel distribution solution. In the �rst, the objective
function is adjusted to solve just for the areas on the facades of the building, matching the
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electricity demand of the building as good as possible. This maximizes the utilization of the
facade areas. In the second, the total available area on the roof is objective to minimize
the di�erence between the energy production on the roof and the remaining electricity
demand. The aim of utilizing the area fully is to capitalize on the larger energy production
densities for the majority of the day, due to the optimized inclination angle and azimuth
with regard to power output, consequently enhancing the total energy production. To
implement this an equality constraint has to be added. Therefore, for the �rst problem:

ˆ xF acades is a variable vector specifying the size of the areas chosen for solar panel
installation on the facades.

ˆ CF acades is a time series matrix that speci�es the energy densities per square meter
for the di�erent facades.

ˆ d is a time series vector containing the given electricity demand.

ˆ lb is a vector containing the minimum available area values of the areas chosen for
solar panel installation and is set to 0.

ˆ ub is a vector containing the maximum allowable area sizes for each facade of the
building.

The �rst objective function is:

min
xF acades

1

2
jjCF acades � xF acades � djj2

2 such that lb � xF acades � ub (3.3)

Consequently, for the second problem:

ˆ xRoof is a variable vector specifying the size of the areas chosen for solar panel
installation on the roof.

ˆ CRoof is a time series matrix that speci�es the energy densities per square meter for
the di�erent orientations on the roof.

ˆ d2 is a time series vector containing the remaining electricity demand:d2 = d �
CF acades � xF acades.

ˆ Aeq is a vector containing ones.

ˆ beqis the available area of the roof.

The second objective function is:

min
xRoof

1

2
jjCRoof � xRoof � d2jj2

2 such that Aeq � xRoof = beq (3.4)

In the �rst step, the facades of the building are considered alone, while in the second step,
the roof is examined to optimize and meet the remaining energy demand. From Equation
(3.3) the optimal solution x1 for the �rst problem follows, containing the installation area
sizes for the orientation on the facades of the building.
Equation (3.4) de�nes the second optimization problem, with an objective to minimize
the di�erence between the energy production on the roof and the remaining electricity
demand. Hereby, the equality constraint ensures that the total installed area on the roof
must be equal to the available area. The two steps are �exible and can be solved for
di�erent time-periods of energy density data and demand data, based on data availability
and resolution.
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3.2.2 One Objective Function Problem Formulation

To determine the utilized areas for solar panel installation required to match the energy
demand with the energy production of a building, an alternative approach with more
freedom is also considered. This approach does not prioritize the facades of the building
�rst but includes the equality constraint from the two objective functions approach above.
Therefore, for this problem:

ˆ x is a variable vector specifying the size of the areas chosen for solar panel installation.

ˆ C is a time series matrix that speci�es the energy densities per square meter for the
di�erent orientations of the solar panels.

ˆ d is a time series vector containing the given electricity demand.

ˆ lb is a vector containing the minimum available area values of the areas chosen for
solar panel installation.

ˆ ub is a vector containing the maximum available area values of the areas chosen for
solar panel installation.

ˆ Aeq is a vector containing zeros for the facades and ones for the roof.

ˆ beqis the available area of the roof.

In this approach, the problem is solved with one objective function and is de�ned as the
linear least-squares problem:

min
x

1

2
jjC � x � djj2

2 such that lb � x � ub and Aeq � x = beq (3.5)

Solving this for di�erent periods of energy density and demand data, based on data avail-
ability and resolution, results in a distribution of solar panel installation.

3.2.3 PV Sizing Method De�nition

In this thesis, three PV sizing methods are considered to investigate the in�uence of data
availability and �exibility in the solving approach:

ˆ A method comprising four distinct weather days.

ˆ A method based on a dataset of one year.

ˆ A method with more freedom in the solving approach.

The �rst two methods utilize the Two Objective Functions Problem Formulation shown
in Subsection 3.2.1 and the last method utilizes the One Objective Function Problem
Formulation shown in Subsection 3.2.2. The results from each method can be compared.
In the �rst method, four distinct weather days are used as input to obtain a solar panel
distribution: sunny, rainy, cloudy, and mixed days. Each of these days leads to di�erent
solar panel distributions based on the speci�c weather conditions for that day. The selection
process for these day scenarios is explained in more detail in Subsection 3.2.4. To calculate
the �nal distribution for solar panel installation, these day scenarios are weighted based
on prevalence throughout the year.
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For comparison reasons, in the second method, the two steps outlined in Equations (3.3)
and (3.4) are applied to data of an entire year, eliminating the need for scenario weighting
to derive the �nal solar panel distribution.
In the third method, Equation (3.5) is applied to data of an entire year, delivering a �nal
solar panel distribution comparable to the second method.
With these three methods, di�erences in the solutions based on data input and problem
de�nition in the objective function can be compared and discussed.

3.2.4 Selection of Weather Days

For the �rst PV sizing method, four distinct weather days are required. In this subsection,
it is described how these days are selected.
The selection of the days depends on various weather data parameters. In addition to
global radiation, these parameters may include indicators for sunshine duration and rainfall
occurrence on an hourly basis. These parameters are chosen within this thesis as data is
available from the KNMI [49]. Since solar production is a crucial factor, the chosen scenario
days should not be in the winter due to the low global radiation levels in winter. Therefore,
the four selected days represent the most common weather scenarios during the other three
seasons of the year at the location of the building, hereby excluding factors like snowfall.
For the classi�cation of a day, all hours with daylight, when global radiation exceeds 0, are
considered. Within these hours:

ˆ For a day to be classi�ed as sunny, there has to be uninterrupted sunshine duration
with an indicator score of � 8 for all hours, excluding sunrise and dawn when no
direct sunshine is expected. Therefore, at least 80% sunshine duration of an hour is
required in most daylight hours for a day to be classi�ed as a sunny day.

ˆ A rainy hour is characterized by a rain indicator for the occurrence of rain during
daylight hours, indicating 1 for the occurrence of rain in these hours or 0 for no
occurrence. Therefore, if a day has a rain indicator of 1 for all daylight hours, it is
classi�ed as a rainy day.

ˆ In contrast, a cloudy day is identi�ed when the rain indicator remains at zero, and the
sunshine duration is consistently below 10% for the entire hourly division. Therefore,
if these conditions apply for all daylight hours, it is classi�ed as a cloudy day.

ˆ For days when these conditions transition and switch between sunny, rainy, and
cloudy conditions, a mixed day is assumed.

The weights used to calculate the �nal solar panel distribution are based on the conditions
and indicators for sunny, rainy, cloudy, and mixed days. To determine these weights, the
number of hours that meet each day's conditions is determined. Then, this count is divided
by the total number of hours with global radiation greater than zero.

3.3 Heating System

This section outlines the methodology for considering insulation and heat pumps. It en-
compasses a general approach to estimate the current state of insulation in a building,
potential improvements, and the sizing of heat pumps based on the given heating demand.
The implementation of insulation a�ects the heat demand data and, consequently, in�u-
ences the additional electricity demand required for heating the building with heat pumps.
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Following the Trias Energetica principle [1], the initial focus is on reducing energy demand
through enhanced insulation. The second step considers using renewable energy sources for
energy production, achieved in this case for heating with a hybrid system of solar panels
powering heat pumps, maximizing the utilization of the produced electricity by the solar
panels.
To explore the e�ects of these elements, two cases for the heating system are formulated for
the considered building: one implementing only heat pumps and the other combining heat
pumps with insulation. Insulation can in�uence the sizing of the heat pumps, potentially
leading to lower additional electricity demand. This, in turn, can a�ect the optimal dis-
tribution of solar panels and the energy production pro�le. The evaluation of the heating
system should consider periods of high heat demand, especially winter, to ensure proper
sizing with regard to comfort.

3.3.1 Evaluation of Insulation

The estimation of the current state of insulation and potential improvements is based on
the methodology by Badenes et al. [50]. This standardized approach correlates heating
and cooling energy demands for heat pumps with heating and cooling degree days across
various climate classes and building types in Europe. To apply this method to a building,
the heating degree days (HDD d) are calculated based on Badenes et al. [50].
One of the main assumptions made, for this thesis, is the use of a Coe�cient of Performance
(COP) of 3 for heating and cooling energy demands as the paper is tailored to support the
design of ground source heat pumps and these commonly have a COP between 3 and 5
[51],[52].
Furthermore, a base temperature of 18°C and a threshold for the external temperature
of 14°C are assumed [50]. The formula for the calculation of daily heating degree days is
given in this case by:

HDD d = ( Tb � Td) if Td < 14� C (3.6)

where:

ˆ Tb = 18°C, the base temperature.

ˆ Td is the daily mean temperature, calculated based on the daily maximum and min-
imum temperatures.

Summing up theHDD d values over a year provides the yearly heating degree valueHDD y

for the building. This value, combined with the electricity consumption per square meter
for heating annually, allows determining the insulation state with three standardized linear
regression scenarios: no insulation, low insulation, and good insulation, corresponding to
the building type and climate class. The three linear regression scenarios for Building 3 in
[50] are shown in Figure 3.3 as an example.
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Figure 3.3: Linear Regression between Heating Energy Demand andHDD y for
Building 3 [50]

Based on this, a potential reduction in energy demand by improving the insulation of a
building to the next regression line can be calculated. This energy reduction, together with
the e�ect of a slower-reacting system on the heating demand, needs to be applied.
To apply this standardized approach, temperature measurements for at least one year at
the location of the building are required, along with the total heated area of the building
in square meters to determine the annual electricity consumption per square meter for
heating. This area excludes staircases and space occupied for elevators in this case.

3.3.2 Heat Pump Sizing

As explained in Section 2.2, the size of the heat pump system is determined by the relative
heating load. Based on the annual power consumption pro�le the heat pump system needs
to be sized to cover high-demand periods, especially in winter. A possible approach is
to consider the distribution of the largest 25% of heating demand values for the year,
as these occur during the winter [53]. To avoid oversizing the system based on a single
maximum demand occurrence, a limit to meet 97.5% of these 25% highest heating demands
is the chosen approach. A system sized with this approach covers approximately 99.38%
of the year's heating demand fully. For the case of only implementing heat pumps, the
applicable heat demand data is used for the determination, and for the case of heat pumps
in combination with insulation, modi�ed heat demand data incorporating the e�ect of
insulation is used.

3.4 Energy Storage System

This section outlines the implemented energy storage system considerations for this thesis.
In general, multiple combinations of di�erent energy storage systems are possible, depend-
ing on the considered case. In this thesis, two independent storage systems are assumed.
First, a Li-Ion battery operating with no smart control, including the C-Rate and overall
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e�ciency for di�erent scaled capacity sizes, based on a real-life example, neglecting self-
discharge rates. Second, a thermal heat bu�er system using water operated on the thermal
output side of the heat pump system is considered, implementing a wide span of overall
e�ciency and neglecting self-discharge rates again. The self-discharge rates are neglected
to have a simpli�ed energy storage model that takes an overall e�ciency range into ac-
count, to not require a temperature- and time-dependent heating model for the thermal
bu�er storage that determines possible losses in long-term storage during operation.

3.4.1 Battery Energy Storage

For the energy storage simulation incorporating the Li-Ion battery, the example of INTIL-
ION scale racks with steps of 154 kWh capacity is assumed, with an e�ciency of 90% and a
C-Rate of 0.9688 [31]. The battery charges with the surplus energy production of the solar
panels and discharges prioritized to the heat pump system. Here, the battery discharges
to the heat pump system when the possible supplied heat to the building is larger than
the electrical demand of the building. Therefore, if the initial electricity demand of the
building is larger than the heating demand divided by the COP of the heat pump system,
the battery discharges to ful�ll the initial electricity demand.
With this prioritization, the COP of the heat pump system is used e�ectively, as signi�-
cantly more energy can be pumped into the building with the electricity supplied by the
battery than using this electricity directly for the electricity demand of the building. The
total energy supplied to the building is maximized here. This prioritization also resembles
the connections from the battery in the system overview in Figure 3.2 and is oriented on
the system shown in Appendix Figure 8.1. The decision-making for this choice is further
supported by an example of the di�erence in prioritization of electricity supply for an in-
termediate solution of this thesis, shown in Appendix Figure 8.2, and the principle of a
heat pump, shown in Appendix Figure 8.3. The prioritization is described by the following
algorithm:

if Heating Demand/COP < Electricity Demand then
Discharge to building

else
Discharge to heat pump system

end if
With the assumed battery storage case, the in�uence on self-su�ciency and self-consumption
per installed battery capacity size can be analyzed. Based on the results, an installation
size can be picked and a viable option for the building decided on, which is commercially
available. Additionally, as a simple control is assumed and this thesis is design-oriented, it
can be said that this simpli�ed case resembles a basis that can be even further improved
once an installation size is decided on with the implementation of smart control algorithms
as shown in [54].

3.4.2 Thermal Bu�er Storage

For thermal energy storage, a heat bu�er system operated on the thermal output side of
the heat pump system using water as the storage medium is assumed. The e�ciency range
assumed is 70% to 95%, with a standard e�ciency assumed to be 82.5% [36],[37]. To have
a fair comparison to the battery case, the bu�er storage capacity is scaled by the assumed
COP for the heat pump system times 154 kWh.
This considered bu�er system is an independent case not operating with a battery. The
scaling including the COP is chosen to have a direct comparison between the two cases for
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the improvement of self-su�ciency and self-consumption per storage medium.
For the decision-making of a viable option for the building with an installation size picked,
the volume of water needed to store the heat can be calculated with the rearranged formula
of speci�c heat [55], where:

ˆ Q is the to-be-stored heat amount in [kJ]

ˆ mW ater is the mass of water in [kg]

ˆ cp is the speci�c heat capacity of water in [kJ/kg°C]

ˆ � T is the supply temperature range considered in [°C]

ˆ THP is the maximum output temperature of the heat pump system in [°C]

ˆ TR is the minimum temperature required in the heating system of the building (e.g.
radiator) in [ °C]

The rearranged formula is:

mW ater =
Q

cp � � T
=

Q

cp � (THP � TR )
(3.7)

With the density of water at the considered supply temperature range (� W ater ) [56], this
mass can be converted to the required volume:

VW ater =
mW ater

� W ater
(3.8)

With the required volume of water for the heat bu�er system the dimensions of the required
tank can be determined and considerations for placing be made.

3.5 Pareto Plots

For the evaluation of the cost considerations for the hybrid system and energy storage,
mentioned in Section 2.6, Pareto plots are used. This section outlines the goal of the use of
Pareto plots showing the degree of self-su�ciency (SS) and the degree of self-consumption
(SC) against investment costs. The primary objective is to achieve a maximization of
self-su�ciency while ensuring e�cient energy usage by considering self-consumption. The
economic feasibility is maintained by assessing the gain in self-su�ciency per additional
investment. Therefore, two objectives to optimize are present: SS and SC. In multi-
objective optimization, the Pareto front indicates the Pareto optimal solutions and is widely
used in the �eld of engineering [57]. Focusing on the Pareto front enables one to focus on
the set of e�cient choices, facilitating the navigation of trade-o�s within this set, rather
than considering the full range of parameters present [58],[59].
Therefore, the use of Pareto plots helps prioritize choices for implementation, analyze their
impact, and helps in prioritizing to increase the considered gain. However, additional data
to the set of points on the Pareto front is required to provide a solution, as di�erent
points on the Pareto front can have di�erent system setups. The Pareto plots assist in
�nding a �tting solution based on the preferences of stakeholders and the goals to be
achieved. Additional information such as the payback time of the investment costs and
energy demand reduction can be considered.
In the case of this thesis, the payback time is calculated by dividing the total investment
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costs by the total costs saved yearly for electricity and heat with the installation of the
considered system. For the calculation of the saved costs for electricity and heat, the energy
amounts self-supplied and self-consumed by the building and energy amounts reduced are
multiplied by an assumed energy price per kWh of electricity and per GJ of heat. The
payback time is calculated with the formula shown in Equation (3.9), where:

ˆ PBT = Payback Time in [years]

ˆ IC = Investment Costs in [¿ ]

ˆ TCSE = Total Costs Saved for Electricity in [ ¿ /year]

ˆ TCSH = Total Costs Saved for Heat in [¿ /year]

ˆ ESC = Electricity Self-Consumed by Building in [kWh/year]

ˆ THS = Total Heating Self-Supplied to the Building in [GJ/year]

ˆ TER = Total Energy Reduction in [GJ/year]

ˆ CkW h = Price per kWh of Electricity in [ ¿ /kWh]

ˆ CGJ = Price per GJ of Heat in [¿ /GJ]

PBT =
IC

TCSE + TCSH
=

IC

ESC � CkW h + ( THS + TER) � CGJ
(3.9)
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Chapter 4

Use-Case Zilverling

For this thesis, the proposed method is applied to the Zilverling building situated at the
University of Twente campus. The primary emphasis here lies in the domain of on-site
renewable energy production, involving the utilization of solar panels, as well as heating
solutions that incorporate heat pumps and external wall insulation. Furthermore, the
consideration extends to the potential integration of batteries and thermal heat storage
systems. In this chapter, the assessment of the building is done, and the available demand
data is presented alongside the solar irradiation and outside temperature pro�le for the
region where the building is located.
In the following, the available information about the Zilverling building is presented. For
this, a thorough examination of the building is required. To initiate the examination of
the Zilverling building, it is essential to explore all relevant areas available on the building.
These areas include the East, West, and South facades of the building, as well as the roof.
Pictures of these areas can be observed in Figure 4.1. Figure 4.1a shows that the roof of
the building is �at. It has an entire unobstructed area of 879.81m2 available, allowing for
solar panel installations with various orientations. The orientations, azimuths, inclinations,
and available areas are detailed in Table 4.1. This information has been acquired through
measurements and photographic surveys, which included the use of a drone to provide a
comprehensive overview.
Figures 4.1b, 4.1c, and 4.1d illustrate the East, West, and South facades. The building
encompasses �ve �oors with an area of approximately 1548 m2 per �oor. It holds an energy
label of C.

Table 4.1: Available Areas on Zilverling for Solar Production Installation

Orientation Azimuth Inclination Available Area [m2]
East 127° 90° 201.10

South 219° 90° 923.06
West 288° 90° 163.55
Roof 0 - 360° 0 - 90° 879.81

On the roof, all azimuth angles from 0° to 360° and inclination angles from 0° to 90°
are theoretically possible. To determine the optimal angles on the �at roof, the already
mentioned PVGIS Tool 5.2 [48] is employed. The evaluation of the roof is restricted to the
same orientations as the facades: East, South, and West, and additionally, an orientation
leading to the highest overall production for the roof is considered. Using the PVGIS Tool
5.2 [48] results in the following con�gurations:
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1. Three azimuth angles for the East, South, and West facades, all with an inclination
of 35°.

2. A production-optimal roof con�guration with an azimuth of 178 ° and an inclination
of 39°.

Thus, seven installation con�gurations for the Zilverling building are obtained, as shown
in Table 4.2.

Table 4.2: Installation Con�gurations on Zilverling for Solar Production

Orientation Azimuth Inclination
East 127° 90°

South 219° 90°
West 288° 90°

Roof East 127° 35°
Roof South 219° 35°
Roof West 288° 35°

Roof Optimal 178° 39°

Furthermore, the surroundings of the building are depicted in Figure 4.2. This becomes
relevant when considering the incorporation of energy storage and management solutions.
Notably, there is a nearby free parking lot area, along with other substantial buildings such
as Carre (marked with red) on the West side of the Zilverling and Ravelijn (marked with
blue) on the East side of the Zilverling building. The Zilverling building is marked with
yellow.
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